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Mobile Metal Analyzer
SPECTROTEST

The verification or identification of metal, based on defined chemical
composition specifications (grades), has established itself as a standard
process in the repertoire of quality control measures at innumerable
companies in the metal producing, processing and recycling industries. The
use of an onsite metal analyzer is a highly reliable method to prevent grade
mix-ups of incoming materials on the production floor, at the shipping dock
or when sorting metals for value optimized recycling. The SPECTROTEST

is ideal for these applications. It flaunts its superior performance especially
when exact analyses are required, when materials

are difficult to identify or when there is a large
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The SPECTROTEST at a Glance

........................... Large 15" display

Shelf for iCAL sample: Unique
one sample standardization of
the entire system

Integrated PC with LAN, USB, +eeseeeeeesnenessd
VGA and WLAN connectivity

"""""""""""" Instrument software with complete
Robust lightweight c.coceeveuens operator guidance

transport trolley Pre-installed materials library with
common alloys that can be extended by
the customer at any time

Optical system with probably .....c..c........ o Optional:

the widest wavelength range SPECTRO Metal Database
(174 nm - 670 nm), all elements

necessary for complete metal

analysis available 1S | BE (Eal N BEE Pluggable probe for shortest

measuring times beginning with
2 s in arc mode and 5 s in spark
mode (argon atmosphere)
Efficient plasma generator ....c.coccoevevenns
(high sample throughput also
during battery operation)

Electrode/adapter
changeable without
tools

Large wheels and high «.eocceeovenieney
clearance for easy onsite

maneuverability, |OCkiI’]g NI+ |\ O O e i . Battery drawer; up tO. 800
4 measurements on a single charge
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SPECTROTEST

Type 316 stainless steels are widely used in the
construction of petrochemical plants. All 316 steel grades
contain chromium; however, their mechanical strength
and durability also depend on their carbon content. Type
316 stainless steel contains up to 0.07% carbon, whereas
316L contains a maximum of only 0.03%. This small
absolute difference is enough to give the alloys clearly
different intergranular corrosion behavior. Welded seams
formed with low-carbon 316L are more durable than
welds with the higher-carbon alloy. SPECTROTEST can
easily analyze such low levels of carbon.

Nitrogen is more difficult to analyze. Austenitic
(duplex) steels contain nitrogen, usually ranging from
0.10% to 0.22%. Nitrogen stabilizes the austenitic
structure without decreasing durability. In high-alloy,
chemically resistant steels, it also increases resistance
to corrosion, especially pitting corrosion. For example,
the X2CrNiMoN 22-5-3 (1.4462) grade has found

wide acceptance. SPECTROTEST is able to meet the
challenge: It can conduct on-site identification of
austenitic (duplex) steels alloyed with nitrogen.

SPECTROTEST represents the flagship of the
mobile product line of SPECTRO's comprehensive
suite of metals analysis instruments. This
product line also includes the smaller

lightweight SPECTROPORT OES analyzer and the
SPECTRO xSORT XRF handheld.

These are backed up by a trio of advanced
stationary metal spectrometers: our flagship
SPECTROLAB; powerful SPECTROMAXx; and
affordable, entry-level SPECTROCHECK analyzers.
Whatever your choice, you can rely on quality
analyzers from SPECTRO: the recognized global

AISI 316L Duplex Alloy 1.4462 (X2CrNiMoN 22-5-3) leader in metals analysis.
Measurement time: 10 seconds Measurement time: 10 seconds
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So that SPECTROTEST instruments continue to meet
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Mn 1.21 1.18 0.012 Si 0.47 0.55 0.011 than 200 service engineers in more than 50 countries. The
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optimum performance and the longest possible equipment
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Subsidiaries:

»FRANCE: Tel. +33.1.3068.8970, spectro-france.sales@ametek.com »GREAT BRITAIN: Tel. +44.1162.462.950, spectro-uk.sales@ametek.com
»INDIA: Tel. +91.22.6196.8200, sales.spectroindia@ametek.com > ITALY: Tel. +39.02.94693.1, spectro-italy.sales@ametek.com

»JAPAN: Tel. +81.3.6809.2405, spectro-japan.info@ametek.co.jp »SOUTH AFRICA: Tel. +27.11.979.4241, spectro-za.sales@ametek.com

Part A1, A4 2nd Floor Building No. 1 Plot Section
No. 526 Fute 3rd Road East; Pilot Free Trade Zone
200131 Shanghai

Tel. +86.400.022.7699
spectro-china.sales@ametek.com

SPECTRO operates worldwide and is present in more than 50 countries. For SPECTRO near you, please visit www.spectro.com/worldwide
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